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SECTION 262816  

ENCLOSED SWITCHES AND CIRCUIT BREAKERS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Molded-case circuit breakers (MCCBs). 

2. Enclosures. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of enclosed switch, circuit breaker, accessory, and 

component indicated.  Include dimensioned elevations, sections, weights, and 

manufacturers' technical data on features, performance, electrical characteristics, 

ratings, accessories, and finishes. 

1. Enclosure types and details for types other than NEMA 250, Type 1. 

2. Current and voltage ratings. 

3. Short-circuit current ratings (interrupting and withstand, as appropriate). 

4. Detail features, characteristics, ratings, and factory settings of individual 

overcurrent protective devices, accessories, and auxiliary components. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For enclosed switches and circuit breakers to include 

in emergency, operation, and maintenance manuals.  In addition to items specified in 

Section 017823 "Operation and Maintenance Data," include the following: 

1. Manufacturer's written instructions for testing and adjusting enclosed switches 

and circuit breakers. 

1.5 QUALITY ASSURANCE 

A. Source Limitations:  Obtain enclosed switches and circuit breakers, overcurrent 

protective devices, components, and accessories, within same product category, from 

single source from single manufacturer. 
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B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in 

NFPA 70, by a qualified testing agency, and marked for intended location and 

application. 

C. Comply with NFPA 70. 

1.6 PROJECT CONDITIONS 

A. Environmental Limitations:  Rate equipment for continuous operation under the 

following conditions unless otherwise indicated: 

1. Ambient Temperature:  Not less than minus 22 deg F (minus 30 deg C) and not 

exceeding 104 deg F (40 deg C). 

2. Altitude:  Not exceeding 6600 feet (2010 m). 

B. Interruption of Existing Electric Service:  Do not interrupt electric service to facilities 

occupied by Owner or others unless permitted under the following conditions and then 

only after arranging to provide temporary electric service according to requirements 

indicated: 

1. Notify Owner no fewer than seven days in advance of proposed interruption of 

electric service. 

2. Indicate method of providing temporary electric service. 

3. Do not proceed with interruption of electric service without Owner's written 

permission. 

4. Comply with NFPA 70E. 

1.7 COORDINATION 

A. Coordinate layout and installation of switches, circuit breakers, and components with 

equipment served and adjacent surfaces.  Maintain required workspace clearances and 

required clearances for equipment access doors and panels. 

PART 2 - PRODUCTS 

2.1 MOLDED-CASE CIRCUIT BREAKERS 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers 

offering products that may be incorporated into the Work include, but are not limited to, 

the following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 

2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 

3. Siemens Energy & Automation, Inc. 

4. Square D; a brand of Schneider Electric. 
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B. General Requirements:  Comply with UL 489, NEMA AB 1, and NEMA AB 3, with 

interrupting capacity to comply with available fault currents. 

C. Thermal-Magnetic Circuit Breakers:  Inverse time-current element for low-level 

overloads and instantaneous magnetic trip element for short circuits.  Adjustable 

magnetic trip setting for circuit-breaker frame sizes 250 A and larger. 

D. Current-Limiting Circuit Breakers:  Frame sizes 400 A and smaller, and let-through 

ratings less than NEMA FU 1, RK-5. 

E. Ground-Fault, Circuit-Interrupter (GFCI) Circuit Breakers:  Single- and two-pole 

configurations with Class A ground-fault protection (6-mA trip). 

F. Ground-Fault, Equipment-Protection (GFEP) Circuit Breakers:  With Class B ground-

fault protection (30-mA trip). 

G. Features and Accessories: 

1. Standard frame sizes, trip ratings, and number of poles. 

2.2 ENCLOSURES 

A. Enclosed Switches and Circuit Breakers:  NEMA AB 1, NEMA KS 1, NEMA 250, and 

UL 50, to comply with environmental conditions at installed location. 

1. Indoor, Dry and Clean Locations:  NEMA 250, Type 1. 

2. Outdoor Locations:  NEMA 250, Type 3R. 

3. Corrosive Environment Areas:  NEMA 250, Type 4X, stainless steel. 

4. Other Wet or Damp, Indoor Locations:  NEMA 250, Type 4. 

2.3 SWITCHES 

A. Safety switches shall be the "heavy duty" type. General duty switches are not 

acceptable. 

B. Safety switches shall be third-party listed. 

C. Switches shall have defeatable door interlocks that prevent the door from opening when 

the operating handle is in the "on" position. 

D. Switches shall have handles whose positions are easily recognizable in the "on" or "off" 

position. For safety reasons, padlock shall be provided for switches located in the public 

areas. 

E. Switches shall have nonteasible, positive, quick make-quick break mechanisms. 

F. Switches shall be properly labeled. See Identification for Electrical Systems. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine elements and surfaces to receive enclosed switches and circuit breakers for 

compliance with installation tolerances and other conditions affecting performance of 

the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install individual wall-mounted switches and circuit breakers with tops at uniform 

height unless otherwise indicated. 

B. Temporary Lifting Provisions:  Remove temporary lifting eyes, channels, and brackets 

and temporary blocking of moving parts from enclosures and components. 

C. Install fuses in fusible devices. 

D. Comply with NECA 1. 

3.3 IDENTIFICATION 

A. Comply with requirements in Section 260553 "Identification for Electrical Systems." 

1. Identify field-installed conductors, interconnecting wiring, and components; 

provide warning signs. 

2. Label each enclosure with engraved metal or laminated-plastic nameplate. 

3.4 ADJUSTING 

A. Adjust moving parts and operable components to function smoothly, and lubricate as 

recommended by manufacturer. 

END OF SECTION 262816 


